Non Artesian Aquifer

DEFINITION

Australian Heig it Caturn - the daturm wsed for the
determination of elevations in Austalia.

The determination s2t rean sea levelas zero
elevation.

*—Reforenco Point

. Ground
o = curfaco

- Datum The reference point frommwhich elevations are
Confining Layer nmeasured. Given the value of zero mAHD

The dietance, in metres, from the reference point
water leval———— Depth to Water (DTW) | to the water suface (that is not affected by
purnping.

Depth to Water {m)

Standing
Water Lewa (m)

G d El X The elevation of the gmund surbce above the
round Elevation | s 00 cUnits are in m AHD)

The elevation of the water evel, typicaly

Reduced Standing | reasured inorn AHD. 1 & calculated by
Water Level (RSWL) | subtracting the Depth to Waterfromthe
Reference Ekvation.

The elevation of the refe e nce point akbxove the
daturm (Unitsare in mAHDY. tiscakubted by
subtracting the Depth o Water from the
Reference Eevation.

The point frornwhe e the Depth to Water

iS5 measured .

The dietance, inretres, fror the ground suface
to the water surface. | & calcukted by subtracting
fram the Depth toWater the difference of the
Reference and Ground Ekvations

(WL = DT-(FE-GLY)
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